
F/Y:2082/083

S.N. Name/ Required Specifications Offered Specification by supplier Unit
Quantit

y

Remar

ks

1

Capacity:-Minimum 6 To 8HP, Engine / fuel type:-

Four stroke water cooled / Diesel

Minimum Cutting width: adjustable,Reaper 

cultivation:- Minimum  4-line at a time

Mini. Gear facility system:-2 forward 1 reverse

2

Capacity Minimum (Rated Power):-≥ Minimum 

0.9kW  

Engine / fuel type Four stroke air cooled / Petrol

Fuel Tank Capacity:- ≥1litter

Attachment:weeding kit

3

Axial flow type with mini 25 inch or more 

threshing drum, Mini, mini. sieves-2, mini. 

dimension- 2000*800*1000(L*B*H), fitted with 

winnowing and auxiliary blowers and oscillating 

sieves for cleaning purpose,The complete 

thresher and accessories are fitted in main base 

frame with set of  wheel system.  Power required 

35 hp and above Tractor.

Set 1

4

General: Rotavator is the type of tractor drawn 

implements use to prepare soil for Tillage 

Tractor poewr required: 35-60 Hp

Overall width :≥ 6feet

No of blades: At least 34 nos 

Main type of blade: L or C or J type

Hitching : 3 point linkage

Transnission type : Gear type or chain type 

 एकाइ दर रेट ढाचा

Self Propelled Reaper

Set 1

Set 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

नेपाल सरकार

कृषि तथा पशुपंछी षिकास मन्त्रालय

राषरिय  कृषि आधुषनकीकरण काययक्रम 

काययक्रम कायायन्त्ियन एकाई, सलायही  

(कययके्षर: रौतहट र सलायही )

Weeder

Paddy Thresher (Tractor Drawn)

Rotavator (Tractor Drawn)

Set 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:



S.N. Name/ Required Specifications Offered Specification by supplier Unit
Quan

tity
Remarks

Power tiller of Minimum 20 hp capacity , having 4 

stroke diesel engine and radiator/hopper Colling 

system,A set of rotary Rotavator / cultivators 

attached,Gear and chain system power transmission 

with manual shifting, minimum 4lit. fuel tank, 

suitable for multipurpose farm work    

Set. 1

6

Power tiller of Minimum 20 hp capacity , having 4 

stroke diesel engine and radiator/hopper Colling 

system,A set of rotary Rotavator / cultivators 

attached,Gear and chain system power transmission 

with manual shifting, minimum 4lit. fuel tank, 

suitable for multipurpose farm work    

Set. 1

7

Power tiller mounted reaper with Mini. cutting 

width 1000 mm, cutting 4 lines and placing type - 

side wise, Matched power 12-22 hp, Supply with 

all set of fixing frame, cable and nut bolts and 

driving  belts.

Set. 1

8

Tractor drawn spring loaded cultivator, having 

heavy duty iron frame and shovels. Standard 3-

point linkage system and minimum 8 numbers of 

tines minimum working width 60 inches required; 

matching tractor power required 35 hp and above 

Tractor.

Set. 1

9

Tractor drawn leveler suitable for two-way 

levelling with three-point linkage to mount on the 

tractor, cutting with minimum 1500 mm or longer  

.Matching tractor power required 35 hp and above 

Tractor.

Set. 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Cultivator (Tractor Drawn)

5

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

 Total Unit Rate/Price(Nrs.): 

Total Unit Rate/Price in word:

Power Tiller (Self Start)

Total Unit Rate/Price in word:

Power Tiller (Hand Start) with  stater

Reaper (Power Tiller Drawn)

Leveler (Tractor Drawn)

Total Unit Rate/Price(Nrs.):



10

Tiller Engine Type:Four Stroke, Diesel Engine

Single Cylinder, Air Cooled

Rated Power: 6 to 7kw

attachement: small minitiller rotavator or

cultivetor

Number of gear: At least 2 Forward and 1

Reverse 

Purpose: Used to Tillaging & supply power to the

agricultural attachment as rottary tiller, reaper,

irrigation pump, etc.

Body Size (mm):≥800*600*400

11

Type: 4Stroke, water cooled

Mini.Rated Output HP :- 2.3

mini.Rated Speed(r/min):-1250

Lubricating Method: Splash lubrication

Mini. Overall  dimention(mm): 450*320*300

mini.Net Weight(kgs): 30 

12

Seeding Depth: Minimum 3 to 7.8 cm depends on 

filed condition

Minimum seeding distance  : 13 cm to 30 cm 

depends on filed condition

seeding storage box capacity: Minimum 3 kgs seeds

seed storage box material :  Stander

nozzle material : Galvanized steel

handle pole material : steel

Applicable Seed: Maize or same size 

13

Model: any 

Material:  Stander

Mini.seed capacity:2.5kg

Mini. fertilizer capacity: 2kg

Mini.seed/fertilizer spacing: 6cm

Mini.rate of fertilizer application: 0 to 10g

Set. 1 

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Row Seeder Manual

Set. 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Hand push Seeder

Mini Tiller 

3" Diesel Engine water pump (CDM)

Set.

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

1

Set. 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:



14

Type:tractor pto operated

Mini. Drum size: 32 ench

Required: h.p.tractor minimum 35 h.p

weight: Mini. 1000kg

angle frame: Minimum 40*30*2

Mini. Main shaft:20 mm dai

Drum cocer sheet: Mini.1 mm thick

15

Power(HP): 1.8 to 2, oil/water field, Size outlet 

38mm, Phase :-1, Voltage:- 160V-240V, 

Mini.rpm:- 2200 rev./min.,   Purpose:Used to 

supply water to the field for irrigation, Block: 

monoblock type, Certification: ISO/ISI/NS,  as per 

as farmer demand.

Set. 1

16

Power(HP): 2.8 to 3, oil/water field, Size outlet 

38mm, Phase :-1, Voltage:- 160V-240V, 

Mini.rpm:- 2200 rev./min.,   Purpose:Used to 

supply water to the field for irrigation, 

Block:monoblock type, Leakage 

proofing,mechanical seal, Certification: 

ISO/ISI/NS, equivalent as per as farmer demand.

set. 1

17

Type: dragnet

Mesh Size: Approximately 2.5 cm, allowing 

for the capture of larger fish

Length: Typically 15-18 meters

Depth: Around 3-4 meters

Versatility: Can be combined with other nets 

to work as fixed nets as needed.

18

Measuring Range: 0 to 14

Materials:  Plastic + Glass

General: Easy to Use & Calibrate

Lightweight & Compact

Big LCD display screen

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

jal (fishing net)

set. 1

Set. 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

PH Meter ( for pound water PH)

Submersible Pump  

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Submersible Pump  

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Set. 1

Maize Thresher

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:



19

Model: any 

General: Not less then 4 Paddle aeator  with 

Electric Motor 

Power: not less then 1.5 HP

Voltage Range: 18 V-220V

Overall Dimension: Minimum frame L:4ft, W: 2ft, 

fan dia: 1ft. 

weight: in range of  70 to 150 kg

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

20

Model: any 

General: Not less then 6 Paddle aeator  with 

Electric Motor 

Power: not less then 1.5 HP

Voltage Range: 18 V-220V

Overall Dimension: Minimum frame L:5ft, W: 2.5 

ft, fan dia: 1.5ft. 

weight: in range of  70 to 150 kg

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

21

Carrying Capacity: Minimum 28kg Fish, Plastic 

Material,  Minimum Size: 35X 25cmX 

20(LBH),Crate Self Weight: Minimum 1.4kg

Set. 1

22

Material: LDPE  

Working Pressure: minimum 4 Kg/sqcm

Dia: not less then 3 inch

23

Height: Atlest 1-2 ft

Age: atlest 3 to 6 month 

24

Age: Around 6 month 

Disease free,safe for meat production

25

Age: Around 11 month (no parity) 

Disease free

 Female buffalo (Heifer buffalo) 

No. 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Male buffalo

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

No. 1

Tissue culture banana plant

Total Unit Rate/Price in word:

Total Unit Rate/Price(Nrs.):

Ractangular Plastic Crate

No. 1

Delevery Pipe 

Set. 1

Set. 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

kg

Aerator(4 paddle)

Aerator ( 6 paddle)



26

Daily milk production Capacity: atlest 5litter

 Parity :  first and 2nd calved only

27

Aprox. Germination: Minimum 60 percent 

(depends on filed condition)

Growing Condition: suitable for Terai Climate 

colour: red, pink, yellow etc

Bulb Shape: round, flat 

28

Digital weighing scale suitable for farmers in Terai 

region of Nepal for weighing Agriculture or related 

products, Maximum weighing capacity At least 

100 kgs, Platform size Approx  At least 280x280 

mm, Others Easy to handle and carry , Bright LED 

display, Overload protection, Battery backup

Set. 1

HDPE Pipe:   2" NS 40 or Equivalent

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Digital weighing scale

Rm. 1

29

Female buffalo 

No. 1

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Total Unit Rate/Price(Nrs.):

Total Unit Rate/Price in word:

Kg 1

Onion Seed 



30

Name N/A

Model N/A

Capacity Minimum 950 to 1000 litter

Construction Material SS

Outer wall Thickness Minimum  1mm ss

Inner Wall Thickness Minimum  1mm ss

Insulation Thickness Minimum 30 mm

Power Requirement Single or Three phase 

Panel Board Digital System

Agitator Motor Minimum 18 RPM

Outlet Valve Minimum  1mm ss

Coolant Stander 

Per Unit Rate (In Figures)

Per Unit Rate         

(inWords)

31

Name N/A

Model N/A

Measuring Time Not More than 180 sec

Measuring Parameters Fat, Proteins etc 

Sample Holders Plastic mugs 2pcs

Display LCD Display

Per Unit Rate (In Figures)

Per Unit Rate         

(inWords)

32

Electric Motor  ≥ 1.3 HP

Operation
Single Phase Ac 

Powered

Power Source Electric Motor

Body Material Iron or Equivalent 

Blade Material
High Carbon Steel or 

Eq.

Nos Of Blades
Atleast 2 with 

mini.thikness 1 mm

Surface Finishing Smooth

Purpose

To cut the 

grass/straw/hay into 

small pieces fed  for 

cow, buffalo etc 

Per Unit Rate (In Figures)

Per Unit Rate         

(inWords)

Set. 1

1Set.

Chilling Vat  For Milk

Milk Analyzer

Chaff Cutter

Set. १

S.N

.
Name/Description

Technical 

Specification

Rema

rks

 Offered Specification by 

supplier
Unit Qty



33
Milk Can 25 litter

No. 1

Per Unit Rate (In Figures):

Per Unit Rate         

(inWords):

34

No. 1

35

Milk Can 10 litter

१

No of cylinder:Not less than 1, 4Stroke, water 

cooled

Steel Alloy, Carry Capacity: Millk 25 litter, Easy 

to clean and maintain, hygienic, Self Weight: 

Minimum 700gm, cylindrical Shape, Base: 

Circular.

Tractor (Small)

Transmission/No of gear: mini. 4 forward + 

mini.1 reverse

Brake:Water sealed oil brake/oil immersed brake/ 

disc type pump/ parking brake /dry disc type

capacity C.C:733 - 1368

Engine rated RPM:minimum 1200

Per Unit Rate (In Figures):

Per Unit Rate         (inWords):

H.P:Not less than 15 and not more than 28 

Set. 1

Per Unit Rate (In Figures):

Steel Alloy, Carry Capacity: Millk 10 litter, Easy 

to clean and maintain, hygienic, Self Weight: 

Minimum 600gm, cylindrical Shape, Base: 

Circular.

Brand/ Model: Any

mfg. Year /Country of Origin:Any

Overall length :minimum 1200mm

Overall breadth:minimum 1000mm

Ground clearance:minimum 150 mm

3Point linkage:yes

P.T.O RPM:mini. 430

Capacity :minimum 20 liter

Per Unit Rate         (inWords)

Lifting capacity:Minimum 300kg

Tyre (Front, Back): stander

One Set of cultivator: yes

Tools set:yes



36. Tractor

Item Particulars Required Specifications  Specifications offer by supplier

U
n
it

Q
u
a
n
ti
ty

R
em
a
rk
s

Brand/ Model Any 

Mfg. Year/Country of 

Origin:
/Any 

Type 4 Stroke, DI , Diesel 

Engine

No. of Cylinder Not less than 3

Rated RPM  Minimum 1250

Engine HP Category 45 to 55  HP

Cooling Water Cooling/ coolant 

cooled

Fuel injection pump Inline/Rotary

Air Cleaner Dry/Oil Bath Type  Air 

Cleaner/ dual element

Cooling System Water Cooled/ oil cooler 

for engine oil

Type Heavy Duty Sliding  

/constant Mesh/ single dry 

plate type

Clutch Dual Clutch/ wet clutch

Gear Box At least 6 forward and 1 

reverse

Transmissi

on 

Battery At least 11 V 

Brake Brake Water Sealed Oil  Brake/ 

disc type pump/ parking 

brake/ dry disc type

Steering Type Mechanical/Power 

Steering

Fuel tank 

capacity

Fuel tank Not less than 40 litres

Type Power/manual

RPM 440 RPM

Ground Clearance Not less than 200mm (at 

Rear Wheel  or center)

Lifting capacities Minimum 1150 kgf 

(kilogram-force)

Hydraulics Linkage 3-point Linkage

Wheel Drive 2 Wheel Drive

Wheels 

and Tyres

Front Standard

Rear Standard

Tools Set Yes

Canopy (Hood) Yes

Accessorie

s

Multi speed and reverse 

speed(PTO)
Yes

One Set Cultivator Yes 

Grand Total Price (Nrs.)

Price in Words

Set 1

Tractor

Power 

Take Off



 37. Shallow Tube Well ( 3" HDPE pipe System) 

S.N. Description of the work Unit
Quanti

ty
 Rate(Nrs.) Amount(Nrs.) Remarks

A STW Construction Materials

i HDPE Pipe:   3" NS 40 or Equivalent Rm. 18.30

ii G.I. Pipe: Hollow Circular Class: Medium, Dia.: 3" Rm. 0.91

iii
Bottle T : 3"x3"x1.5", with nipple & cap all

complet
No. 1.0

iv Hand pump small: MS No. 1.0

v
Silver net (Mesh/Filter jali): for filter cover in

HDPE Pipe
Rm. 6.0

vi Nylon rope Roll 5.0

vii Water seal tread tape  Pcs 4.0

viii M-seal: wt.:100gm Packet 1.0

ix

Band (Elbow): GI,dia: 2'', for delevery head

(outlet) of 2HP electric motor with contraction in

outlet side work as force nipple 

No. 1.0

x
Nipple, dia: 2'': for suction side(inlet) of 2HP

electric motor
No. 1.0

xi
Section pipe: Dia.2'' OD polyvinyl chloride(PVC),

For 2HP electric motor
Rm. 0.60

xii

Centrifugal pump (Electric Motor): Power(HP):

0.7 to 1, Size (inlet/outlet): Minimum 2''X2'', Phase :-

1, Mini.rpm:- 2200 rev./min., Purpose:Used to

supply water to the field for irrigation, Operating

manual:english, as per as farmer demand in given

Specification

Set. 1.00

 Total

Vat 13%

Sub-Total Cost of Materials(A) 

B STW Instalation works

xiii Agreegate ( Around the Screen pipe Portion) cum 1.00

Manual drilling works(Method:Sludge/manual)

xiv Site Preparation for one STW job 1.0

xv Pilot Hole (0-40)m Hole size 2.5" Rm. 18.3

xvi Reaming of (0-40)m  Pilot by Std. Bit hole upto 6.5" Rm. 18.3

xvii Lowering of pipe for  (0-40)m depth Rm. 18.3

xviii Pumping Test for well development hr 2.0

Sub-Total(B)

Total (A+B)



 38. Shallow Tube Well (4" HDPE pipe System) 

S.N. Description of the work Unit
Quanti

ty
 Rate(Nrs.) Amount(Nrs.) Remarks

A STW Construction Materials

i HDPE Pipe:   Dia.:110 mm, NS 40 or Equivalent Rm. 18.30

ii
G.I. Pipe: Hollow Circular Class: Medium, Dia.: 

110m
Rm. 0.91

iii
Bottle T : 4"x3"x1.5", with nipple & cap all

complet
No. 1.0

iv Hand pump small: MS No. 1.0

v
Silver net (Mesh/Filter jali): for filter cover in

HDPE Pipe
Rm. 6.0

vi Nylon rope Roll 5.0

vii Water seal tread tape  Pcs 4.0

viii M-seal: wt.:100gm Packet 1.0

ix

Band (Elbow): GI,dia: 3'', for delevery head

(outlet) of 2HP electric motor with contraction in

outlet side work as force nipple 

No. 1.0

x
Nipple, dia: 3'': for suction side(inlet) of 2HP

electric motor
No. 1.0

xi
Section pipe: Dia.3'' OD polyvinyl chloride(PVC),

For 2HP electric motor
Rm. 0.60

xii

Centrifugal pump (Electric Motor):  

Power(HP):1.8 to 2 , Size (inlet/outlet): Minimum

75mmX75mm, Phase :-1, Mini.rpm:- 2200

rev./min., Purpose:Used to supply water to the field

for irrigation, Operating manual:english, as per as

farmer demand in given Specification

Set. 1.00

 Total

Vat 13%

Sub-Total Cost of Materials(A) 

B STW Instalation works

xiii Agreegate ( Around the Screen pipe Portion) cum 1.00

Manual drilling works(Method:Sludge/manual)

xiv Site Preparation for one STW job 1.0

xv Pilot Hole (0-40)m Hole size 2.5" Rm. 18.3

xvi Reaming of (0-40)m  Pilot by Std. Bit hole upto 6.5" Rm. 18.3

xvii Lowering of pipe for  (0-40)m depth Rm. 18.3

xviii Pumping Test for well development hr 2.0

Sub-Total(B)

Total (A+B)



 39. Shallow Tube Well (4"UPVC pipe System) 

S.N.Description of the work Unit
Quanti

ty
 Rate(Nrs.) Amount(Nrs.) Remarks

STW Construction Materials

i UPVC Pipe 114 mm OD Rm. 12.30

ii PVC Ribbed Screen Filte, 114mm OD dia. Rm. 6.00

iii
G.I. Pipe: Hollow Circular Class: Medium, 

Dia.: 110m
Rm. 0.91

iv
Bottle T, 4"x3"x1.5", with nipple & cap all

complet
no. 1.0

v Hand pump small: MS no. 1.0

vi 4'' PVC well plug: 4'' PVC for bottom of SWT Hole no. 1.0

vii
PVC Solvent:  joing of PVC pipe and its accessory

ml 100.0

viii M-seal: wt.:100gm Packet 100.0

viii Water seal tread tape  Pcs 4.0

ix

Band (Elbow): GI,dia: 3'', for delevery head

(outlet) of 2HP electric motor with contraction

in outlet side work as force nipple 

no. 1.0

x
Nipple, dia: 3'': for suction side(inlet) of 2HP

electric motor
no. 1.0

xi
Section pipe: Dia.3'' OD polyvinyl chloride(PVC),

For 2HP electric motor
Rm. 0.6

xii

Centrifugal pump (Electric Motor):

Power(HP):1.8 to 2 , Size (inlet/outlet):

Minimum 75mmX75mm, Phase :-1, Mini.rpm:-

2200 rev./min., Purpose:Used to supply water

to the field for irrigation, Operating

manual:english, as per as farmer demand in

given Specification

Set. 1.0

Total

Vat 13%

A. Sub-Total  (Cost of Materials )

STW Instalation works

xiii Agreegate ( Around the Screen pipe Portion) cum 1.00

Manual drilling works(Method:Sludge/manual)

xiv Site Preparation for one STW job 1.00

xv Pilot Hole (0-40)m Hole size 2.5" Rm. 18.30

xvi Reaming of (0-40)m  Pilot by Std. Bit hole upto 6.5"Rm. 18.30

xvii Lowering of pipe for  (0-40)m depth Rm. 18.30

xviii Pumping Test for well development hr 2.00

 Total(A+B)

B.Sub-Total



Particulars Required Specifications  Specifications offer by supplier

U
n

it

Q
u

a
n

ti
ty

R
em

a
rk

s

 Type
Battery Operated,  Electric 

Charge, Electric Motor

Motor Minimum 65V     

Chassis Frame  beam Type

Suspension
Minimum in Front hydraulic 

shock absorbers and springs 
                 

Tyres Front, Rear ply or Standard

Gear Forward, Reverse

Dimension 

Length minimum 1200mm

Width minimum 700mm

Height minimum 500mm

Cargo Body Box Size
Minimum 

(1100*800*300)mm (LBH)

Grand Total Price (Nrs.)

Price in Words

Initial Service:- For  Required/Engine Operated Machine The supplier shall provide all the necessary filters and spare parts 

required for the first one services, after the vehicle has been accepted.

Demonstration: For  Required/Engine Operated Machine supplier shall provide filed Demonstration before acceptance 

Training/Demonstration: For  Required/Engine Operated Machinery need 1 days Operator and General maintenance 

training/ Demonstration to the farmers/operators.

Delivery:-  should provide in Sarlahi and Rautahat distic.

Tools:-A set of tools as required for general maintenance shall be supplied.

Warranty:-Manufacturer shall provide atleast one-year of warranty after acceptance, with Standard colour

Proven performance:- For Required/Engine Operated Machine The suppliers shall provide the manufacturer's data of the 

performance/ test report

Manuals:- One copy of the Operator's and Owner's Instructions/catalogue shall be supplied with machinery/ vehicle.

 40. Van tempo (Trolly  type)

Set. 1



Particulars Required Specifications  Specifications offer by supplier

U
n

it

Q
u

a
n

ti
ty

R
a

te
 

(N
rs

.)

R
em

a
rk

s

Labour cost for 

Supplying and 

Fitting solar dryer 

Room including 

fixing of frame 

and all accessories

Minimum 1.8m x 1.8m x 

1.8m
Sqm. 1

Galvanized Tube 

Frame

galvanized pipe material: 

Minimum 20mm*1mm
Kg. 1

 Polycarbonate 

Hollow Board

Minimum 4mm PC hollow

sheet Anti-sunlight, heat

preservation, heat

preservation, uv proof,

Lifespan: Minimum: 5years

Sqm. 1

Solar photovoltaic 

panel
 60W Solar photovoltaic panel Set. 1

Solar Energy 

Controller
yes Set. 1

 Control Box yes Set. 1

Exhaust Fan
Damp proof duct fan 

minimum 10w
Set. 1

Air Inlet
Adjustable Air Inlet window: 

minimum size: 2 X 1 ft.
Set. 1

 Trays
 Size: minimum 440mm x 

300mm
No. 1

 41. Dryer



42. Cold Room

 Item 

No. 
 Description   Nos  Quantity   Unit  Rate  Amout in Word  Amount 

A Insulation Room

i

Supply and complete installation of Outer wall

puff pannel 75 mm thickness minimum 0.41

mm PPGI sheet, Tongue & Groove joint with

Camlock System including heat insulation using

silicon sealeant etc all complete as per site

incharge 

Ceiling  Panel Area in Sq.ft. 1 209.19 sqft

two lang Wall Panel Area  in Sq.ft. 1 319.68 sqft

Two Short wall including door in suitable side( 

depend on site condition) Panel Area  in Sq.ft.
1 167.52 sqft

Floor Panel Area in Sq.ft. 1 209.19 sqft

  

905.58    sqft

B Refrigeration Works

ii

Supply and installation of Reciprocating /Scroll

type Compressure for cover whole room area of

cold chamber Forced Air cooled Condenser with

fan, valve, switch etc all complet

1 set

iii

Supply and Installuation of Indoor Evaporator

unit including  fan all necessary acessories as per 

site incharge 

1 set

iv
Refrigeration Controll Pannel temperature

setting up/down limit controll
1 set

v
Installation of Refregeration system with

necessary  hardwares and acessories  
1 job

vi
Spply and wiring/installation of  Vapour proof 

lights 2 no in each chamber
1.00        set

C Indoor Assoceries

vii
Supply and installation of humidifier capacity

minimum 2.5 lit/hr
1.00        Set

Total A+B+C

Total=


